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12.1" Factory Automation Panel PC Typ
1

12.1" Factory Automation Panel PC Typ
2

15" Factory Automation Panel PC

LCD Size 12.1" 12.1" 15"
Aspect Ratio 4:3 4:3 4:3
Display Backlight LED Backlight LED Backlight LED Backlight
Display Resolution SVGA (800x600) XGA (1.024x768) XGA (1.024x768)
Display Colors 16.2M 16.2M 16.2M
Brightness 450 cd/m² 500 cd/m² 400 cd/m²
Contrast Ratio 700:1 700:1 700:1
Viewing Angle 65°/75°/80°/80° (U/D/L/R) 80°/80°/80°/80° (U/D/L/R) 60°/80°/80°/80° (U/D/L/R)
TouchScreen x x x
Cooling System Fan Fan Fan
Mounting System Wall Mount, VESA, Stand Wall Mount, VESA, Stand Wall Mount, VESA, Stand
CPU On-board Intel® Atom Dual Core processor

D2550, 1.86GHz, 1M L2 Cache
On-board Intel® Atom Dual Core processor
D2550, 1.86GHz, 1M L2 Cache

On-board Intel® Atom Dual Core processor
D2550, 1.86GHz, 1M L2 Cache

CPU Socket - - -
FSB Frequency - - -
Chipset Intel® NM10 Express Intel® NM10 Express Intel® NM10 Express
BIOS AMI BIOS AMI BIOS AMI BIOS
Watchdog Timer 1 sec to 255 sec

1 min to 255 min
1 sec to 255 sec
1 min to 255 min

1 sec to 255 sec
1 min to 255 min

Basic Equipment 4GB 4GB 4GB
Maximum Equipment 4GB 4GB 4GB
DIMM / MemorySocket DDR3 SO-DIMM DDR3 SO-DIMM DDR3 SO-DIMM
Compact Flash 1x 1x 1x
SD - - -
HD SATA 1x 2.5" SATA HDD

or 1x SATA DOM
1x 2.5" SATA HDD
or 1x SATA DOM

1x 2.5" SATA HDD
or 1x SATA DOM

Graphic Interface 1x VGA/CRT 1x VGA/CRT 1x VGA/CRT
Interface COM 2x RS232/422/485 w/ 2.5kv isolated 2x RS232/422/485 w/ 2.5kv isolated 2x RS232/422/485 w/ 2.5kv isolated
Interface USB 4x USB 2.0 4x USB 2.0 4x USB 2.0
Interface IEEE1394 - - -
Interface LAN 10/100/1000 BASE-T 10/100/1000 BASE-T 10/100/1000 BASE-T
Interface IO 4x Digital Input, 4x Digital Output 4x Digital Input, 4x Digital Output 4x Digital Input, 4x Digital Output
Mini PCIe 2x 2x 2x
PS/2 x x x
Audio 1x Line-Out, 1x Line-In, 1x Mic-In 1x Line-Out, 1x Line-In, 1x Mic-In 1x Line-Out, 1x Line-In, 1x Mic-In
Speakers - - -
SIM Card - - -
PCI - - -
PCIe 2x Mini PCIe 2x Mini PCIe 2x Mini PCIe
Operating System
Operating System Support
Input Voltage Nominal - - -
Input Voltage Min/Max 12 to 30VDC 12 to 30VDC 12 to 30VDC
Input Current - - -
Operating Temperature -5°C to 60°C -5°C to 60°C -5°C to 60°C
Storage Temperature -20°C to 75°C -20°C to 75°C -20°C to 75°C
Relative Humidity 10% to 90%, non-condensing 10% to 90%, non-condensing 10% to 90%, non-condensing
Protection IP65 front IP65 front IP65 front
Certification CE, FCC CE, FCC CE, FCC
Dimensions 317 x 243 x 88.2 mm 317 x 243 x 88.2 mm 384.37 x 309.95 x 85.41 mm
Weight 4 kg 4 kg 5.1 kg
Material - - -
Typ. Application Industrial Industrial Industrial
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12.1" Factory Automation Panel PC Typ
1

12.1" Factory Automation Panel PC Typ
2

15" Factory Automation Panel PC

Bestellinformation Artikel-Nr. PKPF1000
12.1" Factory Automation Panel-PC Typ 1, Atom
D2550 1.86GHz, 4x USB, 2x isol.COM, 800x600

Artikel-Nr. PKPF1001
12.1" Factory Automation Panel-PC Typ 2, Atom
D2550 1.86GHz, 4x USB, 2x isol.COM, 1.024x768

Artikel-Nr. PKPF1002
15" Factory Automation Panel-PC, Atom D2550
1.86GHz, 4x USB, 2x isol.COM, 1.024x768
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17" Factory Automation Panel PC 19" Factory Automation Panel PC 15.6" Factory Autom. Heavy Indust.
Panel-PC Typ 1

LCD Size 17" 19" 15.6"
Aspect Ratio 4:3 4:3 16:9
Display Backlight CCFL Backlight LED Backlight LED Backlight
Display Resolution SXGA (1.280x1.024) SXGA (1.280x1.024) WXGA (1.366x768)
Display Colors 16.7M 16.7M 16.7M
Brightness 380 cd/m² 350 cd/m² 300 cd/m²
Contrast Ratio 1.000:1 1.000:1 500
Viewing Angle 80°/80°/85°/85° (U/D/L/R) 80°/80°/85°/85° (U/D/L/R) 80° / 80° / 85° / 85° (U / D / L / R)
TouchScreen x x Ten points P-Cap (Projected Capacitive Touch)
Cooling System Fan Fan Fanless
Mounting System Wall Mount, VESA, Stand Wall Mount, VESA, Stand Wall Mount, VESA 100 x 100 mm VESA, Stand
CPU On-board Intel® Atom Dual Core processor

D2550, 1.86GHz, 1M L2 Cache
On-board Intel® Atom Dual Core processor
D2550, 1.86GHz, 1M L2 Cache

On-board Intel® Celeron® quad core processor
J1900, up to 2.42GHz, 2M L2 Cache

CPU Socket - - -
FSB Frequency - - -
Chipset Intel® NM10 Express Intel® NM10 Express Dual Intel I210AT Gigabit LAN
BIOS AMI BIOS AMI BIOS AMI BIOS
Watchdog Timer 1 sec to 255 sec

1 min to 255 min
1 sec to 255 sec
1 min to 255 min

1 to 255 sec and from 1 to 255 min (tolerance 15%
under room temperature +25°C)

Basic Equipment 4GB 4GB 4GB
Maximum Equipment 4GB 4GB 8GB
DIMM / MemorySocket DDR3 SO-DIMM DDR3 SO-DIMM DDR3L SO-DIMM
Compact Flash 1x 1x -
SD - - -
HD SATA 1x 2.5" SATA HDD

or 1x SATA DOM
1x 2.5" SATA HDD
or 1x SATA DOM

optional 1x 2.5" SATA HDD and 1x SATA DOM 

Graphic Interface 1x VGA/CRT 1x VGA/CRT 1x DB15 VGA/CRT
Interface COM 2x RS232/422/485 w/ 2.5kv isolated 2x RS232/422/485 w/ 2.5kv isolated 2x RS232/422/485 w/ 2.5kv isolated
Interface USB 4x USB 2.0 4x USB 2.0 2x USB 2.0, 1x USB 3.0
Interface IEEE1394 - - -
Interface LAN 10/100/1000 BASE-T 10/100/1000 BASE-T 10/100/1000 BASE-T
Interface IO 4x Digital Input, 4x Digital Output 4x Digital Input, 4x Digital Output -
Mini PCIe 2x 2x -
PS/2 x x -
Audio 1x Line-Out, 1x Line-In, 1x Mic-In 1x Line-Out, 1x Line-In, 1x Mic-In Line-out / Line-in (optional) / Mic-in (optional)

audio Jack
Speakers - - -
SIM Card - - 1x SIM card holder
PCI - - -
PCIe 2x Mini PCIe 2x Mini PCIe 2x Mini-PCIe sockets
Operating System Windows 8 32bit / 64bit, Windows 7 32bit / 64bit,

WinCE 7.0
Operating System Support -
Input Voltage Nominal - - -
Input Voltage Min/Max 12 to 30VDC 12 to 30VDC 12 to 30VDC
Input Current - - -
Operating Temperature -5°C to 50°C -5°C to 50°C -10°C to 60°C
Storage Temperature -20°C to 75°C -20°C to 75°C -20°C to 75°C
Relative Humidity 10% to 90%, non-condensing 10% to 90%, non-condensing 10% ~ 90% relative humidity, non-condensing
Protection IP65 front IP65 front IP66 front
Certification CE, FCC CE, FCC (including EN61000-6-2/EN61000-6-4) CE, FCC
Dimensions 410.4 x 340.4 x 98.1 mm 457.64 x 379.24 x 83.5 mm 417.4 x 312.4 x 63.75 mm
Weight 6.7 kg 6.7 kg 6.4 Kg
Material - - Metal housing with robust aluminum front zero

bezel for harsh environment
Typ. Application Industrial Industrial Industrial
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17" Factory Automation Panel PC 19" Factory Automation Panel PC 15.6" Factory Autom. Heavy Indust.
Panel-PC Typ 1

Bestellinformation Artikel-Nr. PKPF1003
17" Factory Automation Panel-PC, Atom D2550
1.86GHz, 4x USB, 2x isol.COM, 1.280x1.024 

Artikel-Nr. PKPF1004
19" Factory Automation Panel-PC, Atom D2550
1.86GHz, 4x USB, 2x isol.COM, 1.280x1.024 

Artikel-Nr. PKPF2002-1
15.6" Factory Automation Heavy Indust. Panel-PC
Typ1, 10th Gen. Intel® Core™ i Proces.,P-Cap
Screen,DDR4
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15" Factory Autom. Heavy Industrial
Panel-PC Typ 2

15.6" Factory Autom. Heavy Indust.
Panel-PC Typ 2

17" Factory Automation Heavy
Industrial Panel-PC

LCD Size 15" 15.6" 17"
Aspect Ratio - 16:9 4:3
Display Backlight LED Backlight LED Backlight LED Backlight
Display Resolution - WXGA (1.366x768) SXGA (1.280x1.024)
Display Colors - 16.7M 16.7M
Brightness - 300 cd/m² 350 cd/m²
Contrast Ratio - 500 1.000
Viewing Angle - 80° / 80° / 85° / 85° (U / D / L / R) 80° / 80° / 85° / 85° (U / D / L / R)
TouchScreen x Ten points P-Cap (Projected Capacitive Touch) 5-wire resistive Touch (PKPF2008/-2),

Five points P-Cap (PKPF2008-1/-3)
Cooling System - Fanless Fanless
Mounting System Wall Mount, 100 x 100 mm VESA, Stand Wall Mount, VESA 100 x 100 mm VESA, Stand Wall Mount, VESA 100 x 100 mm VESA, Stand
CPU Intel® Core i5-3610ME 2.7Ghz On-board Intel® Celeron® quad core processor

J1900, up to 2.42GHz, 2M L2 Cache
Support 4th gen. Intel® Core™ i-processor family
(optional)

CPU Socket - - LGA1150
FSB Frequency - - -
Chipset Intel® HM76 Express Dual Intel I210AT Gigabit LAN Intel® Q87 PCH
BIOS AMI BIOS AMI BIOS AMI BIOS
Watchdog Timer 1 sec to 255 sec

1 min to 255 min
1 to 255 sec and from 1 to 255 min (tolerance 15%
under room temperature +25°C)

1 to 255 sec and from 1 to 255 min (tolerance 15%
under room temperature +25°C)

Basic Equipment 4GB 4GB -
Maximum Equipment 8GB 8GB 16GB
DIMM / MemorySocket DDR3 SO-DIMM DDR3L SO-DIMM 2x 204-pin DDR3 / DDR3L SO-DIMM (optional)
Compact Flash 1x - -
SD - - -
HD SATA 2x 2,5" SATA HDD optional 1x 2.5" SATA HDD and 1x SATA DOM 2.5" SATA HDD / SSD: 1x for DC model only, 2x

RAID 0,1 for AC model only (both optional)
Graphic Interface 1x VGA/CRT 1x DB15 VGA/CRT 1x DVI, 1x DisplayPort
Interface COM 2x RS232 (PKPF2009), 1x RS232 w/ RI or 5V or

12V selection (PKPF2009), 1x RS232 w/ RI or 5V
or 12V selection (PKPF2009/-1), 2x
RS232/422/485 w/ 2.5kv isolated protection
(PKPF2009),
RS232/422/485 w/ RI or 5V or 12V selection
(PKPF2009-1)

2x RS232/422/485 w/ 2.5kv isolated 2x RS232/422/485 w/ 5V or 12V (PKPF2008/-1),
RS232/422/485 w/ 2.5kv isolated (PKPF2008-2/-3)

Interface USB 5x USB 2.0 2x USB 2.0, 1x USB 3.0 4x USB 3.0
Interface IEEE1394 - - -
Interface LAN 2x RJ45 10/100/1000 BASE-T 10/100/1000 BASE-T 10/100/1000 BASE-T
Interface IO 4x Digital Input, 4x Digital Output - -
Mini PCIe 2x -
PS/2 2x - 1x
Audio 1x Line-Out, 1x Line-In, 1x Mic-In Line-out / Line-in (optional) / Mic-in (optional)

audio Jack
Line-out / Line-in / Mic-in audio Jack

Speakers - - -
SIM Card - 1x SIM card holder 1x SIM card holder
PCI 2x expansion slots for PCI or/and PCIe cards - 2x expansion slots for add-on PCI or / and PCIe

cards,
1x PCI slots,
2x PCI slots,

PCIe 2x Mini PCIe 2x Mini-PCIe sockets 2x mini-PCIe sockets,
2x expansion slots for add-on PCI or / and PCIe
cards,
1x PCIex4 slots,
2x PCIex4 slots (default),
1x PCIex16 slot

Operating System - Windows 8 32bit / 64bit, Windows 7 32bit / 64bit,
WinCE 7.0

-

Operating System Support Windows 7, 8 32bit / 64bit, WinCE 7.0, Windows
XP 32bit

- Windows 7 and 8.1 (32bits and 64bits)

Input Voltage Nominal - - -
Input Voltage Min/Max 100 to 240 VAC (PKPF2009),

12 to 30VDC (PKPF2009-1)
12 to 30VDC 12 to 30VDC (PKPF2008/-1),

100 to 240VAC (PKPF2008-2/-3)
Input Current 120W - 120W (PKPF2008-2/-3)
Operating Temperature -10°C to 50°C -10°C to 60°C Resistive: -10°C to 50°C,

P-Cap: -20°C to 50°C
Storage Temperature -20°C to 75°C -20°C to 75°C -20°C to 75°C
Relative Humidity 10% to 90%, non-condensing 10% ~ 90% relative humidity, non-condensing 10% ~ 90% relative humidity, non-condensing
Protection IP65 front IP66 front IP66 front
Certification including EN61000-6-2 / EN61000-6-4 CE, Class A

FCC
(including EN61000-6-2/EN61000-6-4) CE, FCC (including EN61000-6-2 / EN61000-6-4) CE, Class

A FCC
Dimensions 477,64 x 310 x 95,72 mm 417.4 x 312.4 x 63.75 mm 451 x 375,5 x 105 mm (PKPF2008/-1),

451 x 375,5 x 92,9 mm (PKPF2008-2/-3)
Weight PKPF2009: 9,75Kg, PKPF2009-1: 9,34Kg 6.4 Kg PKPF2008: 9,54kg,

PKPF2008-1: 9,6kg,
PKPF2008-2: 10,45kg,
PKPF2008-3: 10,51kg

Material Aluminum front bezel with SPPC nickle plated
Housing

Metal housing with robust aluminum front zero
bezel for harsh environment

aluminum front bezel with SPPC nickel plated
housing

Typ. Application Industrial, Medical, Outdoor Industrial Industrial, Medical, Outdoor
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15" Factory Autom. Heavy Industrial
Panel-PC Typ 2

15.6" Factory Autom. Heavy Indust.
Panel-PC Typ 2

17" Factory Automation Heavy
Industrial Panel-PC

Bestellinformation Artikel-Nr. PKPF2009
15" Factory Automation Heavy Industrial Panel-PC
Typ 2, Core i5-3610ME 2,7Ghz, 5x USB, 3x COM,
1.024x768, DC power input

Artikel-Nr. PKPF2009-1
15" Factory Automation Heavy Industrial Panel-PC
Typ 2, Core i5-3610ME 2,7Ghz, 5x USB, 6x COM,
1.024x768, AC power input

Artikel-Nr. PKPF2005
15.6" Factory Automation Heavy Industrial
Panel-PC Typ 2, Intel Celeron J1900 2.42GHz,
1.366x768, LED P-Cap multi-touch, 2x COM

Artikel-Nr. PKPF2008
17" Factory Automation Heavy Industrial Panel-PC
- DC, LED, 1.280x1.024 resolution, RTP, 2x COM,
DC power input

Artikel-Nr. PKPF2008-1
17" Factory Automation Heavy Industrial Panel-PC
- DC, LED, 1.280x1.024 resolution, PCT, 2x COM,
DC power input

Artikel-Nr. PKPF2008-2
17" Factory Automation Heavy Industrial Panel-PC
- AC, LED, 1.280x1.024 resolution, RTP, 2x COM,
AC power input

Artikel-Nr. PKPF2008-3
17" Factory Automation Heavy Industrial Panel-PC
- AC, LED, 1.280x1.024 resolution, PCT, 2x COM,
AC power input
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18.5" Factory Automation Heavy
Industrial Panel-PC

19" Factory Automation Heavy
Industrial Panel PC

21.5" Factory Autom. Heavy Indust.
Panel-PC Typ 3

LCD Size 18.5" 19" 21.5"
Aspect Ratio 16:9 4:3 16:9
Display Backlight LED Backlight LED Backlight LED Backlight
Display Resolution WXGA (1.366x768) SXGA (1.280x1.024) WXGA (1.366x768)
Display Colors 16.7M 16.7M 16.7M
Brightness 300 cd/m² 350 cd/m² 300 cd/m²
Contrast Ratio 1.000 1.000:1 5.000
Viewing Angle 80° / 80° / 85° / 85° (U / D / L / R) 80°/80°/85°/85° (U/D/L/R) 89° / 89° / 89° / 89° (U / D / L / R)
TouchScreen Ten points P-Cap (Projected Capacitive Touch) x Ten points P-Cap (Projected Capacitive Touch)
Cooling System Fanless - Fanless
Mounting System Wall Mount, VESA 100 x 100 mm VESA, Stand Wall Mount, VESA, Stand Wall Mount, VESA 100 x 100 mm VESA, Stand
CPU On-board Intel® Celeron® quad core processor

J1900, up to 2.42GHz, 2M L2 Cache
Intel® Core i5-3610ME, 2.7GHz On-board Intel® Celeron® quad core processor

J1900, up to 2.42GHz, 2M L2 Cache
CPU Socket - - -
FSB Frequency - - -
Chipset Dual Intel I210AT Gigabit LAN Intel® HM76 Express Dual Intel I210AT Gigabit LAN
BIOS AMI BIOS AMI BIOS AMI BIOS
Watchdog Timer 1 to 255 sec and from 1 to 255 min (tolerance 15%

under room temperature +25°C)
1 sec to 255 sec
1 min to 255 min

1 to 255 sec and from 1 to 255 min (tolerance 15%
under room temperature +25°C)

Basic Equipment 4GB 4GB 4GB
Maximum Equipment 8GB 8GB 8GB
DIMM / MemorySocket DDR3L SO-DIMM DDR3 SO-DIMM DDR3L SO-DIMM
Compact Flash - 1x -
SD - - -
HD SATA optional 1x 2.5" SATA HDD and 1x SATA DOM 2x 2.5" SATA HDD

1x SATA DOM (optional)
optional 1x 2.5" SATA HDD and 1x SATA DOM 

Graphic Interface 1x DB15 VGA/CRT 1x VGA/CRT 1x DB15 VGA/CRT
Interface COM 2x RS232/422/485 w/ 2.5kv isolated 1x RS232 w/ RI or 5V or 12V selection

, 2x RS232/422/485 w/ RI or 5V or 12V selection
2x RS232/422/485 w/ 2.5kv isolated

Interface USB 2x USB 2.0, 1x USB 3.0 5x
 USB 2.0

2x USB 2.0, 1x USB 3.0

Interface IEEE1394 - - -
Interface LAN 10/100/1000 BASE-T 10/100/1000 BASE-T 10/100/1000 BASE-T
Interface IO - - -
Mini PCIe 2x
PS/2 - 2x -
Audio Line-out / Line-in (optional) / Mic-in (optional)audio

Jack
1x Line-Out, 1x Line-In, 1x Mic-In Line-out / Line-in (optional) / Mic-in (optional)audio

Jack
Speakers - - -
SIM Card 1x SIM card holder - 1x SIM card holder
PCI - 2x expansion slots for PCI or/and PCIe cards -
PCIe 2x Mini-PCIe sockets 2x Mini PCIe 2x Mini-PCIe sockets
Operating System Windows 8 32bit / 64bit, Windows 7 32bit / 64bit,

WinCE 7.0
Windows 8 32bit / 64bit, Windows 7 32bit / 64bit,
WinCE 7.0

Operating System Support - -
Input Voltage Nominal - - -
Input Voltage Min/Max 12 to 30VDC 9 to 30VDC (PKPF2000) 12 to 30VDC
Input Current - 120W -
Operating Temperature -10°C to 60°C -10°C to 50°C -10°C to 60°C
Storage Temperature -20°C to 75°C -20°C to 75°C -20°C to 75°C
Relative Humidity 10% ~ 90% relative humidity, non-condensing 10% to 90%, non-condensing 10% ~ 90% relative humidity, non-condensing
Protection IP66 front IP66 front IP66 front
Certification (including EN61000-6-2 / EN61000-6-4) CE, FCC x (including EN61000-6-2/EN61000-6-4) CE, FCC (including EN61000-6-2 / EN61000-6-4) CE, FCC
Dimensions 490.8 x 320.6 x 62.65 mm 477.64 x 399.24 x 99.38 mm 562.4 x 382.4 x 62.85 mm
Weight 8.2 Kg 10.6 kg 9.26 Kg
Material Metal housing with robust aluminum front zero

bezel for harsh environment
- Metal housing with robust aluminum front zero

bezel for harsh environment
Typ. Application Industrial Industrial Industrial
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18.5" Factory Automation Heavy
Industrial Panel-PC

19" Factory Automation Heavy
Industrial Panel PC

21.5" Factory Autom. Heavy Indust.
Panel-PC Typ 3

Bestellinformation Artikel-Nr. PKPF2006
18.5" Factory Automation Heavy Industrial
Panel-PC, Intel Celeron J1900 2.42GHz,
1.366x768, LED P-Cap multi-touch, 2x COM

Artikel-Nr. PKPF2000
19" Factory Automation Heavy Industrial
Panel-PC, Core i5-3610ME 2,7Ghz,5x USB, 3x
COM, 1.280x1.024 

Artikel-Nr. PKPF2007
21.5" Factory Automation Heavy Industrial
Panel-PC Typ 3, Intel Celeron J1900 2.42GHz,
1.920x1.080, LED P-Cap multi-touch, 2xCOM
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